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INSTALLATION AND OPERATIONS GUIDE H 2BRNS®2 3BR&A2

GRAND CANYQGBAS LOG SYSTEMS

Installation and service must be provided by a qualified installer, service agency
gas supplier

Grand Canyon Gas Lqdsgs are made of cement refractory materie¢-enforced with steel fibers. Each of the logs arand painted and

hand finished to recreate the most realistic logs available on the market. The gas burner system is designed to recrebteraiike a real
wood burning fireplace with a natural looking flame. With this in mind the gas log $4t4STbe burned in a fully vented, nostombustible
fireplace with the DAMPER COMPLETEMNEN and the chimney free of any obstruction or restrictions. The fireplace must be designed and

approved to bur wood.

The realistic flame produced by Grand Canyon Gashwogers produce carbon monoxide and soot. Under standard conditions these
byproducts are exhausted up the chimneyEthe fumes or soot from the burning gas are evident in the room when the damper is fully open
it indicates that the fireplace draft is dective. IF this happens DO NOT operate your gas logs until the fireplace drat is corrected, call a

servicetechnicianto fix the problem.

WARNINGIf the information in this
manual is not followed exactly, a fire or
explosion may result, causing property
damage, personal injry or loss of life

- Do not store or use gasoline or other
flammable vapors and liquids in the
vicinity of this or any application

WHAT TO DO IF YOU SMELL GAS

Do not try to light any appliance
Do not touch any electrical switch;
do not use anyphone in the building
1 Immediately call the gas supplier
FNRY | ySA3IKO2ND
0KS 3IF&a &dzldix A SN
1 If you cannot reach the gas supplier
call the fire department.
- Installation and service must be
performed by a qualified installer,
service agency or the gas supplier
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Grand Canyon &5 Log sets are to be installed only in a selig
fuel burning fireplace with working flue and construction of
noncombustible material. The installation including
provisions for combustion and ventilation air must conform
with the National Fuel Gas CodANSI Z223.1/NFPA 54, or
the CSA B149.1 Natural Gas and Propane Installation Cod
and applicable local building codes.

A damper clamp is included to maintain the minimum
permanent vent opening and to prevent full closure of the
damper blade. The chimneyadnper must be fully opened
when burning the log set. The log set is designed to burn
with a yellow flame, thus adequate ventilation is absolutely
necessary.

To comply with certifications, listings, and building code
acceptances, and for safe operation @mproper

performance of this log set, use only Grand Canyon Gas Lgd
parts and accessories. Use of other controls, parts, and
accessories that are not designed for use with Grand Cany|
Gas Logs log set is prohibited and will void all the
warranties, certfications, listings and building code
approvals, and may cause property damage, personal injur]
or loss of life.

WARRANTY
Grand Canyon Gas Logs burners and logs carry a
lifetime warranty against breakage and defects to th
original purchaser. ALL GCGL valves, pilot asseml
and electrical components carry a 2 year warranty 4
long as installed indoors and installed bycatised
professional. Further warranty information can be
found in the warranty section of this guide.

INSTALLEReave this manual with the log set
CONSUMERRetain this manual for future reference.
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WARNING: This appliance assembly contains burner orifices specifically for the input gas specified on the burner
and box, as well as the Btu rating specified in this manual. Modifying or failure to use the factory orifice may
cause property damage, persal injury or loss of life.

Read these instructions completely before installing and using Grand Canyon Gas Log system.

1. Gas type will be indicated on the burner and the box. Do not use a natural gas burner with propane or a
propane burner with naturala@s.

2. The installation, provisions for combustion, and ventilation air must conforthe National Fuel Gas
Code ANSI Z223.1/NFPARdr the CSA B 149, National Gas and Propane Installation Code.

3. For warranty to be valid gas log sets must be installed ByI certified or other qualified professional
installer.

4. This appliance must be installed only in a séiliel burning fireplace with a working flue and constructed
of non-combustible materials. Solid fuels are not to be burned in a fireplace whereaat&e appliance
has been installed.

5. A permanent free opening must be provided by either the fireplace chimney or chimney damper to vent
carbon monoxide and other flue gases. Any chimney damper must be fixed in a manner, which will
maintain the permaent free opening at all times. Use the table at the bottom of this page to determine
the minimum permanent free opening based on chimney height and the appliance Btu rating.

6. A fireplace screen must be ihgge when the appliance is operatiagd, unless other provisions for
combustion air are provided, the screen shall have an opening(s) for introduction of combustiuViithir.
use of ¢ass doorsdoorsmust be open while the appliance is burning to assure proper ventilation.

7. The minimum inlesupply pressure for the ppose of input adjustment is 5.0 inches (natural ¢aé)
inches (propane) in water column. The maximum inlet supply pressure is 10.5 inches (nhaturalQyas) 13
inches (propane) in water column.

8. The appliance and its individualugkoff valve must be disconnected from the gas supply piping system
during any pressure testing of that system at test pressures in excess of %z psig (3.5kPa). The appliance
must be isolated from the gas supply piping system by closing its individual meahv@ during pressure
testing equal to or less than % psig (3.5kPa).

9. The appliance area is to be clear and free from combustible materials, gasoline and other flammable
vapors and liquids.

10. Do not use thisppliance if any part has been under water.mpadiately call a qualified service technician
to inspect the appliance and to replace any gas control which has been under water.

FIREPLACE SIZE REQUIREMENTS

Bumer .Min. Fireplace Dimensions BTU
Size Width Depth Height 2 Burner | 3 Burner
Front Rear NAT. L.P. NAT. L.P.
My € HME HME MYy € Mn € 103K 93K 103K 93K
HME HnE HnE MYy € Mn € 106K 93K 106K 93K
HNE one one MYy € Mn € 118K 100K 118K 100K
onée ocC ¢ ocC ¢ MYy € Mn € 128K 115K 128K 115K
oc ¢ nHE nHE MYy € Mn € 135K 125K 135K 125K
nHE ny é¢ ny é¢ My € Mn € 140K 130K 140K 130K
IMPORTANT

For allvalves, the air MUST be purged from the gas line before the pilot will light and burn properly. Th
time needed to purge will depend on the length of the gas line to the unit and the amount of time since
unit or gas line was last used. It may takevezal minutes before all the air is purged and the pilot will ligh
and burn properly. Follow the LIGHTING INSTRUCTIONS section in this manual.
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For Factory Built Fireplaces Free Opening Area Of Chimney
Damper For Venting Combustion Products From Decorative Appliances
For Installation In Solid Fuel Burning Fireplaces

Appliance Input Rate (kBTU/hr)
20| 30 [ 40 | so |60 |70 |8 |9 [100]110] 120
Hg:;ﬂ?%) Minimum Opening** (sq. In.) r;'::;'.,
10 13| 166 [ 221 | 283 [3s3faa2| _| _| _| _| _| 77
15 86 | 126 | 173 | 212 | 264322385 |4asa| _[ _| _| 982
20 75 | 108 | 145 | 180 [ 221|264 [n2[374 430 _| _[| ns2
25 66 | 96 | 126 | 159 [ 181|229 273 [ 212|363 | 430 s03 | 1210
30 62 | 91 | na | s [173]204 | 246|283 ]332[374] 42| 1309
35 s7 | 80 | 108 | 132 [159 189|220 [255|30.2]342] 396 1412
40 s3 | 75 | 102 ] 126 [152]181 | 204 | 238|273 [ 312] 353 | 1585

# Helght Is from hearth to top of chimney and the minimum height is 10 feet. (See Figure 3, Factory Buiit Firgplace.)
s Chart shows minimum opening (sq. in.) for the given height and Input rate.

2 3] Column marked “Max. inpwt* corresponds to the maximum allowable fnput rate (kBTU/hr) for the given height.

For Masonry Built Fireplaces Free Opening Area Of Chimney
Damper For Venting Combustion Products From Decorative Appliances
For Installation In Solid Fuel Burning Fireplaces

Appliance Input Rate (kBTU/hr)
20 30 40 50 60 70 80 90 100 | 110 120
Hg:gt'?t?%) Minimum Opening** (sg. In.)

6 17.6 257 | 338 | 417 | 492 | 566 |640| 71.4 | 788 | 862 [ 935
8 16.5 237 | 312 | 387 | 455 | 524 |59.7| 669 | 741 | 81.3 | 88.6
10 15.1 21.7 | 287 | 352 | 417 | 482 |543| 602 | 66.1 | 72.0 | 779
15 14.1 199 | 26.1 | 320 | 377 | 432 |48.8| 54.1 | 594 | 646 | 69.9
20 12.9 185 | 237 | 288 | 343 | 398 |444| 49.1 | 53.8 | 584 | 63.0
30 12.2 169 | 216 | 265 | 212 | 359 [40.3| 445 | 486 | 52.7 | 56.6

2 Helght Is from hearth to top of chimney and the minimum height Is & feet. (See Rgure 3, Factory Bulit Fireplace.)
R Chart shows minimum opening (sq. in.) for @ given height and input rate.
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Grand Canyon 2 Burner See Throu

2BRNST18
2BRNST21
2BRNST24
2BRNST30
2BRNST36
2BRNST42

Grand Canyon 3 Burner See Throu
3BRNST18
3BRNST21
3BRNST24
3BRNST30
3BRNST36
3BRNST42

o0 Ky éVNhibtl2 fyee flex sizes (1B34)

MK H éNhibtlg fyee flex sizes (AR)

Lava Rock

Damper Clamp

Glowing Embers

Vermiculite

oy & CfF NB4% o
oKy & Cf I N& E
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Burning Grand Canyon Gas Logs for any length of time will cause the logs to Soot. only accumulates on the
log therefore the burner will not need cleaningSoot is caused be incomplete combustion of the gas leaving
behind a dark dense material. Soutill also accumulate on the logs if the logs are not placed in the proper
position according to the log placement diagrams. To clean off soot use an old tootkrband gently rub away
the soot. Periodic examination and cleaning of the venting systend d&ine solid fuetburning fireplace, including
frequency of such examination and cleaning, by a qualified agernegriodic examination of the pilot assembly
should be in accordance with the provided picture.
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The damper clamp with hex bolt is provided as a means to prevent full closure of the damper blade. The clamp
is easily attached to mosdamper blades with pliers or a wrench, and must be permanently installed. The
clamp is designed to preent accidental closure of the damper when installed. Should the clamp not fit or fail to
provide the permanent vent opening listed in the table above, have a perraanstop installed, remove the

damper blade or have the damper cut to provide the minimupermanent opening required.

The Grand Canyon Gas Log set must be installed by a qualified professional service technician. Instructions must
be followed carefully to ensure proper performance and full benefit from the gas log set. Check to be sure the

log set is designed and labeled for the type of gas (natural or propane) supplied to the fireplace. Fireplace floor
must be level clear of debris and smooth.

WARNING: Failure to position the parts in accordance with this manual or failure to usepartg specifically
approved with this appliance may result in property loss, personal injury, or loss of life.

BURNER INSTALLATION:
1. Make sure the fireplace gas supply is turned off
2. Locate the gasupply stub inside the fireplace and remove the cap. When removing the cap make sure
the stud does not turn, loosening the connection inside the wall.
3. Center the burner from sid¢o side and front to back Ideally, the burner will be aliged directly under
the flue damper.
4. ' &8 ( KS ayumiguin flex line connector to connect the gas supply line to the gas inlet on the
valvelburner. When bending theflex line use proper bending procedures to avoid kinking the tubing.
5. Verify that cannections are tight, then turn on the gas and check each connection using soap and water
solution. DO NOT USE AN OPEN FLAME FOR LEAK TESTING. The soap and water connection should be
50% water and 50% soap. Brush the solution over the connections andicfeedubbles. Any leak
must be corrected prior to proceeding with installation.
6. Determine the valve system that is installed on the appliance, then proceed with lighting the pilot (
NOTE: Manual on/off valves do not have a pilot).
7. Before lighting the appliance make sure the heat shield is placed back in the position it was when the
appliance was taken out of the box.
BURNER MEDIA INSTALLATION:
1. Locatevermiculite (3 burner and LP units only@gnd the rock wool({Glowing Embers) Vermiculite is
used for all propane units and for the ember burner on the 3 burner appliance
a. Open the vermiculite, then evenly fill the entire ember pan area,
2. Open the bag of rock wool, then spread it evenly throughout the entire ember pan area. Tearack
wool into smaller pieces and keeping it loosely packed will provide a better ember bed appearance.

Place media up to but not covering burner tubes and ports

» Add lava rock around burner and hearth for decoration

Glowing Embers

Vermiculite
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OWARNING; If you do not follow these instructions exactly,
a fire or explosion may resutausing property damage,
personal injury or loss of lifé.

A. This appliance has a pilot which must be
lighted by hand.

B. BEFORE LIGHTIs@ellall around the
appliance area for gas. Be sure to smell
next to the floor because some gas is
heavier than air ad will settle on the
floor.

WHAT TO DO IF YOU SMELL GAS:

1. Do not try to light any appliance.

2. Do not touch any electric switch; do not

use any phone in your building

Immediately call your gas supplier from &

YySAIAKOo2NRNa LIK2Yy SO

3.

& dzLJLJE A Gebdbsi Ay a (i NJ
If you cannot reach your gas supplier, ca
the fire department.

4.

1. STOP! Read the safety information above on thig
label.

2. Push in gas control knob slightly and turn clockw
i 2h cn'(c{\

CONTROL
KNOB

GAS OUTLET

PILOT SUPPLY

bh¢9Y Yy20 0S

Ol yy2i

unlessknob is pushed in slightly. Do not force.

3. Wait five (5) minutes to clear out any gas. If you

¢phsiidh toThBeNtemérow position. Push in the gas control knob

GKSy avsStt 3IlLaszs {¢htH
AYTF2NNIGAZ2Y | 020So L ¥
next step.
supplier.
1. ¢dzNYy 1Yy20
At AIKGEE Iy R hicNfo) Db aodigrae kbl

C. Use only your hand to push in or turn the
gas control knob. Never use tools. If the
knob will not push in or turn by tmal,
R2y Qi { NZEcalliagualilgsl kdrvice
technician. Force or attempted repair ma
result in a fire or explosion

Do not us this appliance if any part has
been under water. Immediately call a
qualified service technician to inspect the
appliance and to replace any part of the
control system an@ny gas control, which
has been underwater.

4. Find pilotg follow metal tube from the gas contro
behind the burner.

PILOT BURNER THERMOCOUPLE

E A i
1]

5. Turn knob on gas count@lockwise to arrow in the
center of the knob.¢” \

6. Push in control knob all the way and hold in.
immediately light the pilot with a match. Continue
to hold the control knob in for about one minute
after thepilot is lit. release knob and it will pop
back up. Pilot should remain lit. If it goes out,
repeat steps &

1 If knob does not pop up when released, stop and
immediatelycall your service technician or gas

9 If the pilot will not stay lit afteseveral tries, turn
0KS 3L a 02y CPeryandcdliyaur i
service technician or gas supplier.

7. ¢dzNy 3L & O2y i NERf ‘[V%é\

2 &
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SPOMKN
(1) 109 Valve

(2) 111 Black Knob

(3) 140 Heat Shield

ony MMAN OKYE
6p0 nnowé oalyE€SE
(6) 120 PB Mounting Bracket
6T0 nHc okyé E
(8) 660 Parts Bag

(9) 102 Pilot Assembly
(10) 101 Stem

OMMU HHOp mMnéE
Shown)

Ct

SPLPK
(1) Vermiculite
(2) 460 Air Mixer/Orifice
(3) 218P LP Orrifice

HCSPK
(1) 106HC Valve
(2) 111 Black Knob
(3) 121 Heat Shield
6nd MkHE E oKy
6p0 MKHE E oyé
6c0 NMHC OKYE
(7) 660Parts Bag
(8) 102 Pilot Assembly
(9) 101 Sten{2x 36&42)
OMANU0 HHG MnE
Shown)

E

€
G
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18¢ ARIZONA JUNIPH
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30¢ ARIZONA JUNIP
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36¢ ARIZONA JUNIPH
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30¢ ARIZONAVEATHERED

36¢ ARIZONAVEATHERED
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